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PAVEMENT CROSS SECTIONS

NOTES FOR JOINTS:

1. LONGITUDINAL JOINT SPACING SHALL BE MAXIMUM 12.5 FEET. TYPE C JOINT SHALL BE USED
IF THERE IS NO CURB.

2. TRANSVERSE JOINTS SHALL BE SPACED AT REGULAR INTERVALS OF 15 FEET OR LESS.

3. ALL JOINTS SHALL BE CONTINUOUS THROUGH THE CURB AND GUTTER EXCEPT WITHIN A CURB
RETURN, AND HAVE A DEPTH EQUAL TO 1/4 OF THE PAVEMENT THICKNESS. EXPANSION JOINT
FILLER MUST BE FULL DEPTH AND EXTEND THROUGH THE CURB.

4. THE MINIMUM LENGTH OF ANY TRANSVERSE JOINT SHALL BE 1.5 FEET. THE CENTRAL ANGLE OF
THE TRANSVERSE JOINT SHALL BE 60° OR LARGER.

5. PLACE JOINTS TO MEET ANY UTILITY OR DRAINAGE STRUCTURES IN PAVEMENT AREAS,
PARTICULARLY AT INTERSECTIONS, AS SHOWN ON PLAN ON SHEET 1 OF THIS DRAWING.

NOTES FOR PCC PAVEMENT:

1. THE CONCRETE CLASS USED SHALL BE 520-—~A—2500 FOR REGULAR STRENGTH, AND
660—A—4000 FOR HIGH EARLY STRENGTH.

2, THE MAXIMUM SLUMP SIZE ALLOWED SHALL BE 3 INCHES FOR REGULAR STRENGTH,
AND 4 INCHES FOR HIGH EARLY STRENGTH.

3. THE MINIMUM THICKNESS OF PCC PAVEMENT SHALL BE 6 INCHES FOR ALLEYS AND 8 INCHES
FOR STREET.

4. THE AGGREGATE BASE UNDER THE PCC. PAVEMENT SHALL HAVE A MINIMUM THICKNESS
OF 4 INCHES AT 95% RELATIVE COMPACTION.

5. THE UNDERLYING NATIVE SOIL SHALL HAVE A MINIMUM THICKNESS OF 6 INCHES AT
90% RELATIVE COMPACTION. PRIOR TO POURING OF CONCRETE, SUBGRADE SHALL BE
DAMPENED AS APPROVED BY THE ENGINEER.

6. THE MEMBRANE CURING COMPOUND USED SHALL BE TYPE 1-D (CLEAR OR TRANSLUCENT
WITH FUGITIVE DYE) APPLIED PER SECTION 201—4.1.2 OF THE STANDARD SPECIFICATIONS.

7. NO TRAFFIC OR EQUIPMENT OPERATIONS SHALL BE ALLOWED ON ANY NEWLY POURED

CONCRETE FOR SEVEN (7) DAYS FOR REGULAR STRENGTH, AND FOR THREE (3) DAYS
FOR HIGH EARLY STRENGTH.
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