SAWCUT PERIMETER
(TYPICAL)

PROPOSED A.C. RESURFACING

(ARHM IF SPECIFIED) TAPERED

HEADER CUT

T

VARIABLE

EXISTING A.C. PAVEMENT
T:1*25 mm (1”) THICKER THAN EXIST.
CRUSHED AGGREGATE BASE

A.C. (150 mm (6" MIN. FOR MAJOR STREET) : (CAB) © 95%
A.C. (100 mm (4 MIN. FOR COLLECTOR OR RELATIVE COMPACTION

ASPHALT CONCRETE BASE
(NOT ARHM

LOCAL STREET ”
L ) 150 mm 6 NATIVE © 90%
T,: EQUAL EXISTING CAB THICKNESS RELATIVE COMPACTION

(100 mm (4" MIN.)

REMOVE AND RECONSTRUCT

PROPOSED A.C. RESURFACING

VARIABLE

“ ) ASPHALT
EXISTING A.C. CONCRETE

PAVEMENT  cOLD MILLING

COLD MILLING, 25 mm (1") DEEP

ARHM: ASPHALT RUBBER HOT MiIX
*UNLESS OTHERWISE NOTED IN THE SPECIAL PROVISIONS

CITY OF PASADENA - PUBLIC WORKS & TRANSPORTATION DEPARTMENT

—— A.C.STREET RESURFACING [ [=_
DENGRED BY: REMOVAL, RECONSTRUCTION T
O ves ~_AND COLD MILLING S-415
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